
Town of Abita Springs 

GUIDE TO FILING AN APPLICATION FOR  
HISTORIC COMMISSION REVIEW 

 

NON-STRUCTURAL ADDITIONS 
IE: FENCES/SIGNS/PAINT COLOR 

 

The deadline to be added to the Historic agenda is 10 days before the meeting date. 
Dates can be found at https://www.townofabitasprings.com/historic-meetings 

 

REQUIRED DOCUMENTS  
 Completed Historic Certificate of Appropriateness Application 
 Google Map with location marked showing surrounding streets (Example below) 
 Street View of Property (Example below) 
 Site Plan (with Dimensions of Setbacks, no smaller than 1:20 Scale)  
 Photo/sample of sign or fence 
 Show placement of sign or fence on drawing or map 

 
 

 

 

 

 

  GOOGLE MAP LOCATION 

STREET VIEW 



Town of Abita Springs 

 

Date: ________________ Type of Approval 
 

  Owner      
  Applicant  

 Sign              Fence 
 

 Other: ______________________________ 
 

APPLICATION FOR PERMIT TO: (Briefly describe project- Use separate paper if necessary) 

 

 
 

APPLICANT NAME:  

Email:  Phone:  

Address:  

OWNER (IF DIFFERENT FROM APPLICANT): 

Email:  Phone:  

Address:  

CONTRACTOR NAME & COMPANY: 

Email: Phone:  

Address: 

 
Signature of Owner                                           Date                                 Signature of Applicant                                                 Date 

 

-------------------------------------- Do Not Write Below this Line -------------------------------------- 
 

7 DAYS NOTICE REQUIRED BEFORE FINAL APPROVAL OF CONSTRUCTION.  IF YOU BUILD IN THE HISTORIC DISTRICT 
APPROVAL MUST BE GIVEN BEFORE YOUR CERTIFICATE OF OCCUPANCY WILL BE ISSUED. 

Commissioners Initial  

Ron Blitch   Review Date:  

Otto Dinkelacker   Approved:  

Thad Mancil     

Andre Monnot   Commissioner Assigned:  

Paul Vogt   Work Completed as Presented:  

   Inspected on Date:  

  

4/19/24

Shingle Roof

Remove and replace 13,800 SF of shingle roofing system at Barre Center. 

mpeck@usroof.com (504) 717-8779

2000 Preserve Lake Dr. Covington, LA 70433

Michael Peck

US Roofing Systems LLC

mpeck@usroof.com (504) 717-8779

2000 Preserve Lake Dr. Covington, LA 70433

4/19/20MDP

St. Jane De Chantal Church

Rsimon@arch-no.com

72040 Maple St. Abita Springs, LA 70421

x



Town of Abita Springs 

SUBJECT PROPERTY 

Street Address or Legal Description: 

Nearest Cross Streets:                                                                          Lot Dimensions:  

Work Begins: Estimated Completion Date:  
 

DETAILS ABOUT YOUR SIGN OR FENCE 
 

SIGNS 

Location:   Permanent      Temporary Location:   On Building  Hanging     

Size of Sign:  Two-Sided Sign?           Yes   No 

Sign Material:  Post Material:                                                         

Height of Sign:  

Describe Sign Lighting:  

Notes: 

 

FENCE 

Location:  

Style:                                                           Height: 

Material:  

Type:            4’ Picket         7’ Privacy        6’ Privacy with 2’ Lattice 

Set Back Requirements: 

Notes:  

 

PAINT DETAILS 

Details:  

 
 

OTHER 

Give Details: 

 

 

 

 

72054 Maple St. Abita Springs, LA 70420

Main St., Hickory St.













Teak†

The SureNail® Difference  — 
A technological breakthrough in 
roofing. The innovative features 
of Owens Corning® TruDefinition® 

Duration® Shingles with SureNail  Technology® 
offer the following:

Breakthrough Design. Featuring a tough,  
woven engineered reinforcing fabric to deliver 
consistent fastening during installation.

Triple Layer Protection™. A unique “triple layer”  
of reinforcement occurs when the fabric overlays 
the common bond of the shingle laminate layers 
that offers excellent fastener holding power.

Excellent Adhesion. Our enhanced Tru-Bond®‡ 
sealant grips tightly to the engineered fabric 
nailing strip on the shingle below.

Excellent Adhesive Power. Specially formulated, 
wide adhesive bands help keep shingle layers 
laminated together. 

Exceptional Wind Resistance. Engineered to 
deliver 209 KM/H* / 130 MPH wind warranty 
performance with only 4 nails. 33% fewer nails 
are required for warranty protection1, which can 
mean fewer deck penetrations.

SEAL. BREATHE.DEFEND.

TOTAL PROTECTION. TOTAL CONFIDENCE.®

Excellent 
Adhesive Power

Outstanding Grip

Breakthrough Design
Triple Layer Protection®+

Double the Common Bond“No Guess” Wide Nailing Zone

 TruDefinition®

DURATION®

SHINGLES
with SureNail® Technology



Desert Tan†

Teak†

Onyx Black†

Sierra Gray†

Chateau Green†

Brownwood†

Driftwood†

Quarry Gray†

Harbour Blue†

Not Available in Regions 2 & 3

Estate Gray†

See map for colour availability in your area

3

2

1

COLOUR
AVAILABILITY

MAP

*See actual warranty for complete details, limitations and requirements. †Owens Corning Roofing strives to accurately 
reproduce photographs of shingles. Due to manufacturing variances, the limitations of the printing process and the 
variations in natural lighting, actual shingle colours and granule blends may vary from the photo. The pitch of your roof 
can also impact how a shingle looks on your home. We suggest that you view a roofing display or several shingles to 
get a better idea of the actual colour. To accurately judge your shingle and colour choice, we recommend that you view 
it on an actual roof with a pitch similar to your own roof prior to making your final selection. Colour availability subject 
to change without notice. Ask your professional roofing contractor for samples of colours available in your area.  
††    This illustration depicts Triple Layer Protection™ and the amount of Triple Layer Protection™ may vary on a 

shingle-to-shingle basis.
‡  Tru-Bond® is a proprietary premium weathering-grade asphalt sealant that is blended by Owens Corning Roofing and 

Asphalt, LLC. ‡‡40-Year Limited Warranty on commercial projects. 1Where allowed by code. 2Applicable in Canada 
only. Preferred Contractors are independent contractors and are neither affiliates nor agents of Owens Corning 
Roofing and Asphalt, LLC, or its affiliated companies. #International Code Council Evaluation Services Acceptance 
Criteria for Alternative Asphalt Shingles.

OWENS CORNING ROOFING AND ASPHALT, LLC 
ONE OWENS CORNING PARKWAY 
TOLEDO, OHIO, USA 43659

1-800-GET-PINK® 
www.owenscorning.ca

Pub No. 500341-F  Printed in Canada. March 2021. THE PINK PANTHER™  
& © 1964 – 2021 Metro-Goldwyn-Mayer Studios Inc. All Rights Reserved.  
The colour PINK is a registered trademark of Owens Corning.  
© 2021 Owens Corning. All Rights Reserved.

Product Attributes 
Warranty Length*

Limited Lifetime‡‡  (As long as you own your home)

Wind Resistance Limited Warranty*

209 KM/H* / 130 MPH

Algae Resistance Limited Warranty*

10 Years

Tru PROtection™ Non-Prorated Limited Warranty* Period

10 Years

TruDefinition® Duration® Shingles 
Product Specifications 

Nominal Size 131⁄4" x 393⁄8"

Exposure 55⁄8"

Shingles per Square  64

Bundles per Square 3

Coverage per Square 98.4 sq. ft.

Applicable Standards and Codes
CSA A123.5

ASTM D228

ASTM D3018, (Type 1)

ASTM D3161, (Class F Wind Resistance)

ASTM D7158, (Class H Wind Resistance)

ASTM D3462 

ASTM E108/UL 790, (Class A Fire Resistance)

ICC-ES AC438#

209KMH

 TruDefinition®

DURATION®

SHINGLES
with SureNail® Technology


